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NEBRASKA OECD TRACTOR TEST 1625—SUMMARY 063 
JOHN DEERE 8960 POWRSYNC DIESEL 
24 SPEED ALSO 12 SPEED 
POWER TAKE-OFF PERFORMANCE 
Power Crank 
H P shaft 
(kW) speed Gal/hr Ib/hp.hr Hp.hr/gal Mean Atmospheric 
rpm (llh) (kg/kW.h) (kW.hll) Conditions 
M A X I M U M P O W E R A N D F U E L C O N S U M P T I O N 
Rated Engine Speed-- ( P T O speed—1002 rpm) 
333.40 1900 19.52 0.405 17.08 
(248.61) (73.88) (0.246) (3.36) 
Maximum Power (2 Hours) 
335.34 1800 19.24 0.397 17.43 
(250.06) (72.84) (0.241) (3.43) 
V A R Y I N G P O W E R A N D F U E L C O N S U M P T I O N 
333.40 1900 19.52 0.405 17.08 A i r temperature 
(248.61) (73.88) (0.246) (3.36) 
300.45 2016 18.62 0.428 16.14 77°F (25°C) 
(224.05) (70.48) (0.261) (3.18) 
230.06 2059 15.41 0.463 14.93 Relative humidity 
(171.56) (58.33) (0.282) (2.94) 
155.12 2077 11.50 0.513 13.49 22% 
(115.67) (43.54) (0.312) (2.66) 
78.21 2099 8.72 0.771 8.97 Barometer 
(58.32) 133.02) (0.469; (1.77) 
0.54 2139 5.30 68.105 0.10 29.08" H g (98.48 kPa) 
(0.40) (20.04) (41.427) (0.02) 
M a x i m u m Torque 1268 Ib.-lt (1719 Nm) at 1248 rpm 
M a x i m u m Torque Rise 37.6% 
Torque Rise at 1000 engine rpm 28% 
DRAWBAR PERFORMANCE 








Speed Crank- Slip Fuel Consumption Temp.'F (°C) 
mpb shaft % lb/bp.br Hp.br/gal cool- Air 
(kmlh) speed (kglkW.h) (kW.hll) ing dry 









Maximum Power—10th (B3) Gear 
5.87 1898 2.22 0.431 16.03 186 









75% of Pul l at Maximum Power—10th (B3) Gear 
6.35 2044 1.86 0.485 14.26 186 









50% of Pul l at Maximum Power—10th (B3) Gear 
6.48 2075 1.22 0.551 12.55 181 









75% of Pul l at Reduced Engine Speed—13th (B4) Gear 
6.34 1703 1.68 0.432 16.01 186 









50% of Pul l at Reduced Engine Speed—13th (B4) Gear 
6.49 1732 1.31 0.488 14.16 182 





Location of Test: Center for Agricultural Equip-
ment, Lincoln Nebraska 68583-0832, U .S .A . 
Dates of Test: May-June, 1989 
Manufacturer: J o h n Deere Waterloo Works, P.O. 
B o x 3500, Waterloo, Iowa 50704 
F U E L O I L and T I M E : Fuel No. 2 Diesel Cetane 
No. 51.1 Specific gravity converted to 60760°F 
(15°I15°C) 0.8301 Fuel weight 6.912 lbs/gal (0.828 
kgll) O i l S A E 15W40 A P I service classification 
CD/SD To motor 7.757 gal (29.362 I) Drained from 
motor 7.249 gal (27.442 I) Transmiss ion , hy-
draulic and final drive luhricant John Deere 
H y G a r d fluid Total time engine was operated 31.5 
hours. 
E N G I N E : Make Cummins Diesel Type six cyl-
inder vertical with turbocharger and intercooler 
Serial No. 11511016 Crankshaft lengthwise Rated 
engine speed 1900 Bore and stroke (as specified) 
5.50" X 6.00" (739.7 mm x 152.4 mm) Compres-
sion ratio 14.0 to 1 Displacement 855 cu in (14011 
ml) Starting system 12 volt Lubrication pressure 
Air cleaner two paper elements and aspirator O i l 
filter two full flow cartridges O i l cooler engine 
coolant heat exchanger for crankcase oil, radiator 
for hydraulic and transmission oil Fuel filter one 
paper cartridge Fuel cooler radiator for injection 
pump return fuel Muffler vertical Cooling me-
dium temperature control one thermostat and 
variable speed fan. 
E N G I N E O P E R A T I N G P A R A M E T E R S : Fuel 
rate 130.2-142.1 Ib/hr (59.0-64.5 kglhr) High idle 
2080-2180.rpm Turbo boost nominal 19-23 psi 
(131-159 kPa) as measured 21.5 psi (148 kPa). 
C H A S S I S : Type four wheel drive with duals 
Serial No. *RW8960H()()1019* Tread width rear 
78.8" (2002 mm) to 144.1" (3659 mm) front 78.8" 
(2002 mm) to 144.1" (3659 mm) Wheel base 133.9" 
(3400 mm) Hydraulic control system direct engine 
drive Transmission selective gear fixed ratio with 
partial (2) range operator controlled powershift 
Nominal travel speeds mpb (kmlh) first 2.19(3.53) 
second 2.63 (4.23) third 2.82 (4.54) fourth 3.38 
(5.45) fifth 3.86 (6.22) sixth 4.63 (7.45) seventh 
4.67 (7.52) eighth 5.15 (8.29) ninth 5.60 (9.01) 
tenth 6.01 (9.68) eleventh 6.18 (9.94) twelfth 6.63 
(10.67) thirteenth 7.21 (11.60) fourteenth 7.95 
(72.79J fifteenth 8.23 (13.25) sixteenth 9.08 (14.60) 
seventeenth 9.87 (15.89) eighteenth 10.88 (7 7.57) 
nineteenth 10.97 (77.66) twentieth 13.16 (27.75) 
twenty-f i rs t 14.13 (22.77) twenty-second 16.95 
(27.27) twenty-third 19.34 (37.72) twenty-fourth 
23.19 (37.32) reverse 2.63 (4.23), 3.15 (5.07), 5.60 
(9.01), 6.18 (9.94), 6.72 (10.81), 7.41 (77.92) Clutch 
multiple wet disc hydraulically power actuated by 
foot pedal Brakes multiple wet disc hydraulically 
DRAWBAR PERFORMANCE AT 1800 RPM 















Slip Fuel Consumption 




















































































































































































































































power actuated by foot pedal Steering hydrostatic 
and articulated Power take-off 1003 rpm at 1900 
engine rpm Unladen tractor mass 35570 lb (16134 
kg). 
R E P A I R S A N D A D J U S T M E N T S : No repairs 
or adjustments. 
R E M A R K S : A l l test results were determined 
from observed data obtained in accordance with 
official O E C D , S A E and Nebraska test procedures. 
Eor the maximum power tests, the fuel tempera-
ture at the injection pump inlet was maintained at 
102° E (39° C). T h i s tractor is equipped with a 
variable speed cooling fan. Since engine power is 
influenced by fan speed, all power tests were con-
ducted at approximately the same ambient air tem-
peratures. T h e pull in 3rd (A3) and 4th (A4) gears 
was limited to avoid tractor bouncing. T h e per-
formance figures on this summary were taken from 
a test conducted under the O E C D restricted stand-
ard test code procedure. 
We, the undersigned, certify that this is a true 
and correct report of official Tractor Test No. 1625, 
Summary 063, December 22, 1989. 
L O U I S 1. L E V I T I C U S 
Engineer-in-Charge 
K . V O N B A R C E N 
R. D . C R I S S O 
C . J . H O E E M A N 
Board of Tractor Test Engineers 
DRAWBAR PERFORMANCE AT 1900 RPM 















Slip Fuel Consumption 




















































































































































































































































T R A C T O R S O U N D L E V E L W I T H C A B dB(A) 
Gear closest to 4.7 mph (7.5 kmlh)—7th ( B l ) Gear 74.0 
M a x i m u m sound level 77.0 
Transpor t s p e e d --no load— •24th (D6) Gear 75.0 
Bystander in 24th (D6) Gear 87.0 
LUGGING ABILITY IN 12th (C3) GEAR 













Increase in Pul l % 0 12 24 36 38 27 
























Slip % 2.13 2.58 2.76 3.29 3.47 3.11 
T H R E E POINT H I T C H PERFORMANCE (SAE Static Test) 
Observed M a x i m u m Pressure psi. (bar) 
Location 










H i t ch point distance 
to ground level in . (mm) 9.0 (229) 16.2 (411) 26.4 (670) 38.4 (975) 46.0 (7765) 
L i f t force on frame lb. 15978 16368 16514 15334 13968 
" " " " " " (L\) (71.1) (72.8) (73.5) (68.2) (62.1) 
T I R E S A N D W E I G H T 
Rear Tires 
Front Tires 
Height of Drawbar 
Static Weight 
—No., size, ply & psi (kPa) 




Tested Without Ballast 
Four 20.8R42; **; 14 (95) 
Four 20.8R42; **; 14 (95) 
20.0 in (510 mm) 
15730 lb (7135 kg) 
19840 lb (8999 kg) 
35570 lb (16134 kg) 
T H R E E POINT HITCH PERFORMANCE 
(OECD Static Test) 
C A T E G O R Y : I V 
Quick Attach; Yes 
M a x i m u m Force Exe r t ed T h r o u g h Whole Range: 
i) Opening pressure of rel ief valve: 
Sustained pressure with pump stalled: 
ii) Pump delivery rate at min imum pressure: 




12009 lbs (53.4 kN) 
N A 
2540 psi (175 Bar) 
39.9 G?M(151.0 llmin) 
38.2 GVU(144.6 llmin) 
1950 psi (134 Bar) 
43.5 H p (32.4 kW) 
H I T C H DIMENSIONS AS TESTED—NO LOAD 
inch mm 
A 31.0 787 
B 18.6 472 
C 26.2 666 
D 24.4 620 
E 11.3 288 
F 13.8 350 
G 36.1 918 
H 4.8 122 
I 22.7 577 
J 22.3 568 
K 28.3 718 
L 54.5 1385 
L ' 60.5 1537 
M 24.6 625 
N 43.2 1097 
O 8.9 226 
P 49.3 1254 
Q 40.9 1039 
R 44.6 1133 
L ' to end of Quick attach 
l i e ' -
John Deere 8960 Powrsync Diesel 
Agricultural Research Division 
Institute of Agriculture and Natural Resources 
University of Nehraska-Lincoln 
Darrell Nelson, Dean and Director 
